Plan - 0 - light Bag-o-light systems

T-Stops @ 200 ASA 1/_

Ultraflat

Lampsizes 10inch /18 inch
10" (24V): 250 x 195 x 50 mm  1,5kg
18" (100-240V): 405 x 360 x 65 mm  5,6kg
18" (24V): 442 x 470 x 36 mm  6,4kg

Integrated reflector
Constant light power over the enitire surface

Flicker free
Mercury free | | Available sizes:
No colortemperature shift operating from -30°C to +85°C
Full light density immediate at power on )
Life time up to 50.000 h PAR-light:
Heaw duty electrodes
No intensity loss ower life time 1200W 1;5m 2m Q 35Ccm
Power
10" 36W, 24V DC, (camera-) battery or power supply 2;5kW/4kW 2m 3m 6m 10m 14m Q 44cm
18 110W, 100V — 240V mains
18 110W, 24V DC, (camera-) battery or power supply 6kW 6m 12m Q 55Ccm
Colortemperature: 7000°
Center luminance: 5200 cd/m2 12kW 6m 12m @ 62cm
Dimmable from 100% - 50% ) )
CE — certified 18kW special size 5m @ 75cm

Accessories: Egg-crate + case



Bag - o - light accessories for all sizes

CTO 25% 50% and 100% glases (adapters for 6kW)

Shutter
1200W: Sh250 SE Dark Vader
2,5kW/4kW: Sh350 SE Dark Vader
6kW: Sh430 SE Dark Vader
12kw: No Shutter possible
18kW: Sh 630 DE Dark Vader

Control panels for Shutter

MIX 08 MIX 02
Setup and User manual:

www.Licht-Technik.com




